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IDEALIST .
[ |
ATTENTIONS 25X1
SUBJECT: EVALUATION OF MISSION C355C l :
1. CAMERA B 8 WAS USED IN MISSION C355C FLOWN ON 2 JULY
1965. PROCESSING WAS PERFORMED BY EASTMAN KODAK. - ¢ JUL 1965
2., ORIGINAL NEGATIVE: { EOTIES REGEVED
) k ,.C).'. ‘No. Offica Act,
A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD. : [/ [ru
2771 o8
B. SR SIDEs PLUS DENSITY AREAS OF NON-UNIFORM SIZE AND | - | owm
B SEC BR
SHAPE ARE PRESENT INTERMITTENTLY THROUGHOUT THE FILM. THEIR | [ Puos
S
DENSITY RANGES FROM LIGHT TO MEDIUM AND DEGRADATION IS MINIMAL. £
A HEAT SPLICE IS PRESENT BETWEEN FRAMES 238/231. PSO

PsD-ICB

'C. 9L SIDEs A FAINT MINUS DENSITY STREAK RUNS PARALLEL 1415? o

AND @.05" FROM THE INBOARD EDGE THROUGHOUT THE FILM. A FAINT P&US’ oG

DIAXX-4

DENSITY STREAK IS FIRST OBSERVED PARALLEL TO AND @.25" INBOARD SPAD
AND GRADUALLY SHIFTS TO 9.50". HEAT SPLICES ARE PRESENT BETWEE giﬁ3
FRAMES 202/283 AND 1005/1006.

D. BOTH SIDES: THE FILM EDGES CONTAIN MINOR, INTERMITTENT
STATIC DISCHARGES. THE TITLED FRAMES ARE NUMBERED @000 TO 1317.

E. THERE WERE NO MAJOR CAMERA MALFUNCT IONS OR PROCESSING

ANOMALIES.
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3. POSITIVE:

A. THE PI.SUITABILITY IS GOOD.ﬁn
B. PRINTING AND PROCESSING ARE GOOD.
C. THE CLOUD COVER IS APPROXIMATELY 28 PERCENT.
TOPSECRET
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